
(SECTION VIEW)

# BASE CONDITION - FLUSH

"BT-03" BASE TRIM W/
POP RIVETS 12" O/C (SET
TRIM IN BUTYL SEALANT)

"BF-01" ZEE FLASHING
(FIELD-SLOPE TO DRAIN)

SET ZEE FLASHING
IN BUTYL SEALANT

"BA-01" BASE ANGLE

CONCRETE ANCHORS
(NOT BY IMP SUPPLIER)

SET PANELS IN
BUTYL SEALANT

1 4"

RUTLAND 500 DEGREE RTV
SEALANT AT VERTICAL JOINT

"WC-01" PANEL CLIP W/
(_) 14 - 14 x 5" HWH DP3 W/O
WASHER AT PANEL JOINT

1
O

F
1

D
AT

E:

D
R

AW
N

 B
Y:

SH
EE

T:

AW
IP

 D
ET

AI
L 

N
U

M
BE

R
:

AP
PL

IC
AT

IO
N

:

D
ET

AI
L:

92
9 

AL
D

R
ID

G
E 

R
O

AD
VA

C
AV

IL
LE

, C
A 

95
68

8
TE

L:
 (7

07
) 3

59
-2

28
0

FA
X:

 (7
07

) 3
59

-2
28

6
W

W
W

.A
W

IP
AN

EL
S.

C
O

M
03
/1
4/
25

M
M

F

VE
R

TI
C

AL
 F

IR
E 

W
AL

L,
 C

O
M

M
ER

C
IA

L 
& 

IN
D

U
ST

R
IA

L,
 C

O
LD

-C
LI

M
AT

E

FV
W

-C
IC

C
-B

C
-0

01

BA
SE

 C
O

N
D

IT
IO

N
 - 

FL
U

SH


	Sheets and Views
	FVW-CICC-BC-001


